
�2

Accurate Metal Partitions

 Chrome plated 
zamac  warp around hinge is used on 
metal doors. Mounts on a 1-1/4" round 
edge pilaster. Holes are 1-1/2" on 
center. Comes with 3/8" x 1" bolt. "A" 
dimension is 1-3/16".

 512-214, 512-078, 
512-310, 531-020, 531-185, 531-406

 Chrome plated 
zamac  warp around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-3/16".

 512-215, 512-304, 
531-020, 531-185, 531-406

 3/8" OD x 
2-7/8" long aluminum pin has heat 
treated spring to secure door. Top is 
tapped with 12-24 thread for easy 
removal and installation.

 512-214

 1/2" OD 
chrome plated slide bolt is used on 
metal doors. Snap ring is included.

 512-103, 512-333, 
512-104

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-333 latch cover.

 512-333, 512-220, 
512-104

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as 
an emergency release on the door. 
Snaps into 512-103 latch knob.

 512-103, 512-220, 
512-104

 Chrome plated 
zamac  bumper keeper is reversible to 
accommodate either an in swinging 
or outswinging door with round bar 
concealed latch. Fits on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. 

 512-103, 512-333, 
512-220, 531-020, 531-185, 531-406

 Nylon door 
closure cap fi ts a 1" metal door.

 512-215, 512-078, 
512-280

 3/4" OD one 
piece molded nylon pintle. Bottom 
is tapped for a 3/8" bolt.

 512-215, 512-310, 
512-280

 One piece 
molded top cam for use with 
512-078 pintle.

 512-215, 512-310, 
512-078



� 3

Accurate Laminated Partitions

 Chrome plated 
zamac  warp around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Used as both the 
top and bottom hinge of same door.

 512-203, 512-216, 
512-311, 531-020, 531-185, 531-406

 3/8" OD x 
4-1/4" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-202, 512-216

 Set includes one 
each nylon cam and pintle.

 512-215, 512-078

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 2-1/8".

 512-216, 512-201

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers.

 512-039, 512-123, 
531-020, 531-021, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-010, 512-039, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 

 512-010, 531-020, 
531-185, 531-406

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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All American Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. Comes with 1/2" pintle. 
"A" dimension is 1-3/16".

 512-312, 512-185, 
512-314, 531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-3/16".

 512-124, 512-313, 
531-020, 531-185, 531-406

 5/16" OD x 
2-7/8" long chrome plated steel 
pin has knurled top to secure door. 
Top is tapped with 10-24 thread 
for easy removal and installation.

 512-312

 Round nylon 
keylock cam for 1/2" OD pintle.

 512-185, 512-316

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-014 latch cover.

 512-014, 512-106, 
512-004

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-013 latch knob.

 512-013, 512-106, 
512-004

 Chrome plated 
zamac knob set is for use on a metal 
door with a concealed slide latch. 
Complies with A.D.A.

 512-04, 512-378, 
512-106

 2 Piece zamak 
casting is 3-5/16" long. Used on metal 
doors to secure door to pilaster.

 512-013, 512-014, 
512-183, 512-184, 512-207, 512-371

 1/2" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers  
and nut.

 512-186, 512-314

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-013, 512-014, 
512-106, 531-020, 531-185, 531-406
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Accurate Laminated Partitions

 Chrome plated 
zamac  warp around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Used as both the 
top and bottom hinge of same door.

 512-203, 512-216, 
512-311, 531-020, 531-185, 531-406

 3/8" OD x 
4-1/4" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-202, 512-216

 Set includes one 
each nylon cam and pintle.

 512-215, 512-078

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 2-1/8".

 512-216, 512-201

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers.

 512-039, 512-123, 
531-020, 531-021, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-010, 512-039, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center. 

 512-010, 531-020, 
531-185, 531-406

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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All American Laminated Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/2" square edge pilaster. Holes 
are 1-1/2" on center. Comes with a 
5/8" pintle. "A" dimension is 1-1/4".

 512-526, 512-185, 
512-314, 512-316, 531-020, 531-185, 
531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/2" square edge pilaster. Holes 
are 1-1/2" on center. "A" dimension 
is 1-1/4".

 512-179, 512-158, 
512-315, 531-020, 531-185, 531-406

 Round nylon 
keylock cam for 1/2" OD pintle.

 512-185, 512-316

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/16" and 
"B" dimension is 1-3/16".

 512-314, 512-185

 3/8" OD x 
3-1/2" long metal hinge pin. Top is 
tapped with 12-24 thread for easy 
removal and installation.

 512-526, 512-315

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/8" and  
"B" dimension is 1-7/8".

 512-313

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers.

 512-017, 512-123, 
512-019, 512-020, 512-077, 512-100,  
531-020, 531-021, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-010, 512-009, 
531-020, 531-185, 531-406

 1/2" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers 
and nut.

 512-186, 512-314

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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American Sanitary Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Comes with 5/8" 
pintle. "A" dimension is 1-1/4".

 512-027, 512-054, 
512-156, 512-151, 531-020, 531-185, 
531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. "A" dimension 
is 1-1/4".

 512-008, 512-213, 
512-150, 531-020, 531-185, 531-406

 7/16" OD x 3-3/8" 
long chrome plated steel pin has push 
point bottom to secure door. Top is 
tapped with 10-24 thread for easy 
removal and installation.

 512-312

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/16"and 
"B" dimension is 1-5/8".

 512-213, 512-027

 5/8" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers 
and nut.

 512-156, 512-151

 Round nylon 
cam for 5/8" OD pintle.

 512-054, 512-151

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4"and 
"B" dimension is 1-1/8".

 512-156, 512-054

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-018, 531-019, 531-488

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-009, 531-020, 
531-185, 531-406

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits on a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

 512-009, 531-020, 
531-185, 531-406
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Ampco Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round  edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-7/64".

 512-171, 512-182, 
512-169, 531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round  edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-7/64".

 512-170, 512-032, 
531-020, 531-185, 531-406

 3/8" OD x 3" 
long chrome plated steel pin has 5/16" 
threaded stem to secure door. Top is 
slotted for easy removal and installation.

 512-171

 Heavy duty 
chrome plated zamac top door trim 
fi ts 1" steel door.

 512-032

 Square nylon 
unshaved cam for 5/8" OD pintle.

 512-054, 512-151

 Heavy  duty 
zamac cam housing fi ts 1" steel door.

 512-169, 512-170

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-018, 531-019, 531-488

 Chrome plated 
zamac keeper is used with inswinging 
doors that have a surface mounted 
slide latch. Mounts on any thickness 
pilaster, suqare or round edge. Holes 
are 1-1/2" on center.

  512-020, 512-010, 
512-009, 512-360, 512-247

 Chrome plated 
zamac bumper is used with inswing 
or outswinging doors. Mounts on any 
thickness pilaster, suqare or round 
edge. Holes are 1-1/2" on center.

  512-019, 512-023, 
512-009, 512-010, 512-011

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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Capitol Partitions

 Chrome plated 
zamac  warp around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Used as both the 
top and bottom hinge of same door.

 512-201, 512-203, 
512-216, 512-311, 531-020, 531-185, 
531-406

 3/8" OD x 
4-1/4" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-202, 512-216

 Set includes one 
each nylon cam and pintle.

 512-202, 512-203

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 2-1/8".

 512-216, 512-201

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-010, 512-039, 
531-020, 531-185, 531-406

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-018, 531-019, 531-488

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 

 Chrome plated 
zamac bumper keeper is used with 
an inswinging door that has a 
surface mounted slide latch. Mounts 
on any fl at surface. Holes are 1-1/2" 
on center. 

 512-171, 512-182, 
512-169, 531-020, 531-185, 531-406

 Chrome plated 
zamac knob set has 3/8" OD straight 
bar. For use on laminated partitions.

 512-238

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate an inswinging or 
outswinging door with a round bar 
concealed latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-012, 512-236, 
512-368, 531-020, 531-185, 531-406



� 9

Fiat Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square  edge pilaster. Holes 
are 1-1/2" on center. Comes with a 
5/8" pintle. "A" dimension is 1-9/32".

 512-058, 512-054, 
512-140, 531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge mounts on zamac wrap around hinge mounts on 
a 1-1/4" square  edge pilaster. Holes a 1-1/4" square  edge pilaster. Holes 
are 1-1/2" on center. "A" dimension are 1-1/2" on center. "A" dimension 
is 1-9/32".is 1-9/32".

 512-059, 512-188, 
512-409, 531-020, 531-185, 531-406512-409, 531-020, 531-185, 531-406

 7/16" OD x 
3-3/8" long chrome plated steel pin has 
push point bottom to secure door. Top 
is tapped with 10-24 thread for easy 
removal and installation.

 512-058, 512-409

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 1-1/8".

 512-058, 512-213

 5/8" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers 
and nut.

 512-156, 512-151

 Square nylon 
shaved cam for 5/8" OD pintle.

 512-054, 512-395

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/8"and 
"B" dimension is 3/4".

 512-140, 512-054

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-020, 531-021, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-039, 512-009, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits on a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

 512-123, 512-009, 
531-020, 531-185, 531-406
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Flushmetal Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. Comes with a 5/8" pintle. 
"A" dimension is 1-3/16".

 512-099, 512-054, 
512-084, 531-020, 531-185

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-3/16".

 512-025, 512-115,  
531-020, 531-185

 3/8" OD x 
3-5/8" long chrome plated steel 
pin has 5/16" threaded stem to 
secure door. Top is slotted for easy 
removal and installation.

 512-099

 5/8" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers 
and nut.

 512-156, 512-151

 Square nylon 
unshaved cam for 5/8" OD pintle.

 512-054, 512-025

 2 Piece zamak 
casting is 3-5/16" long. Used on metal 
doors to secure door to pilaster.

 512-013, 512-014, 
512-004

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-014 latch cover.

 512-014, 512-106, 
512-004

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-013 latch knob.

 512-013, 512-106, 
512-004

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-013, 512-014, 
512-106, 531-020, 531-185, 531-406

 Chrome plated 
zamac knob set for use on metal partitions. 
Complies with A.D.A.

 512-013, 512-014, 
512-004
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Flushmetal Laminated Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Comes with 5/8" 
pintle. "A" dimension is 1-1/4".

 512-027, 512-185, 
512-186, 512-408, 531-020, 531-185, 
531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. "A" dimension 
is 1-1/4".

 512-008, 512-427, 
512-410, 531-020, 531-185, 531-406

 7/32" OD x 
3-1/4" long chrome plated steel pin 
has knurled up to secure door.

 512-410

 Chrome plated 
zamac housing fi ts a 7/8" square 
edge door. "A" dimension is 2-5/16" 
and "B" dimension is 1-5/8".

 512-216, 512-201

 Round nylon 
cam for 1/2" OD pintle.

 512-185, 512-408

 1/2" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers  
and nut.

 512-186, 512-408

 Chrome plated 
zamac housing fi ts a 7/8" square edge 
door. "A" dimension is 2-1/4"and 
"B" dimension is 1-3/16".

 512-186, 512-185

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-018, 531-019, 531-488

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-009, 531-020, 
531-185, 531-406

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits on a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

 512-123, 512-009, 
531-020, 531-185, 531-406
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General Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/8" 
on center. Comes with a 5/8" pintle. 
"A" dimension is 1-1/8".

 512-128, 512-131, 
512-299, 531-020, 531-185

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/8" 
on center. "A" dimension is 1-1/8".

 512-070, 512-300, 
512-290, 531-020, 531-185, 531-406

 1/4" OD x 2-7/8" 
long chrome plated steel pin has push 
point bottom and knurled top to secure 
door. Top is tapped with 10-24 thread 
for easy removal and installation.

 512-128, 512-290

 Heavy duty 
zamac top door trim fits 1" 
steel door.

 512-300

 Opposing cams 
are under spring tension. Door will 
return to the set position swing after 
swing. For use on steel doors. Cam is 
molded onto a knurled corrosion proof 
shaft complete with lock washer and 
nut. Size is 7/8" x 4-7/8" long.

 512-070, 512-131

 Heavy duty 
zamac cam housing fi ts 1" steel door.

 512-299, 512-070

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-084 latch cover.

 512-184, 512-298, 
512-004

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-183 latch knob.

 512-183, 512-298, 
512-004

2 Piece zamak 
casting is 2-13/16" long. Used on 
metal doors to secure door to pilaster.

 512-183, 512-184, 
512-004

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-183, 512-184, 
512-298, 531-020, 531-185, 531-406
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General Laminated Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Comes with a 
5/8" pintle. "A" dimension is 1-1/4".

 512-165, 512-054, 
512-156, 512-151, 531-185, 531-020

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. "A" dimension 
is 1-1/4".

 512-164, 512-201, 
512-150, 531-020, 531-185, 531-406

 3/8" OD x 
3-1/2" long chrome plated steel pin 
has knurled up to secure door.

 512-165, 512-150

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/16"and 
"B" dimension is 1-5/8".

 512-201, 512-165

 Round nylon 
cam for 5/8" OD pintle.

 512-054, 512-151, 
517-164

 5/8" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers 
and nut.

 512-156, 512-151, 
512-156

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 1-1/8".

 512-156, 512-164, 
512-054

 Chrome plated 
zamac knob set has 3/8" OD straight 
bar. For use on laminated partitions.

 512-221

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
square edge pilaster.

 512-012, 512-236, 
512-368, 531-020, 531-185, 531-406

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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Global Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. Comes with a 5/8" pintle. 
"A" dimension is 1-3/16".

 512-099, 512-054, 
512-084, 512-090, 531-020, 531-185

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-3/16".

 512-025, 512-050,  
512-083, 531-020, 531-185

 3/8" OD x 3-1/2" 
long chrome plated steel pin has push 
point bottom to secure door. Top is 
tapped with 12-24 thread for easy 
removal and installation.

 512-165, 512-150

 Square nylon 
unshaved cam for 5/8" OD pintle.

 512-054, 512-025, 
512-090, 512-025

 Heavy duty 
zamac cam housing fi ts 1" steel door.

 512-084, 512-054, 
512-025

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-014 latch cover.

 512-014, 512-106, 
512-004

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-013 latch knob.

 512-013, 512-106, 
512-004

 Heavy duty 
zamac top door trim fits 1" 
steel door.

 512-050, 512-099

 5/8" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers 
and nut.

 512-084, 512-025, 
512-090, 512-025

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-013, 512-014, 
512-106, 531-020, 531-185, 531-406
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Global Laminated Partitions

 Chrome plated 
zamac  warp around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Used as both the 
top and bottom hinge of same door.

 512-203, 512-216, 
512-311, 531-020, 531-185, 531-406

 3/8" OD x 
4-1/4" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-202, 512-216

 Set includes one 
each nylon cam and pintle.

 512-202, 512-203

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 2-1/8".

 512-216, 512-201

 Chrome plated 
zamac knob set has 3/8" OD straight 
bar. For use on laminated partitions.

 512-236, 512-238

 Chrome plated 
zamac knob set has 3/8" OD straight 
bar. For use on laminated partitions. 
Complies with A.D.A.

 512-225, 512-238

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate an inswinging or 
outswinging door with a round bar 
concealed latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. 

 512-225, 512-236, 
531-020, 531-185, 531-406

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 

 Chrome plated 
zamac door bumper is used on both 
round or square edge outswinging doors. 
Prevents door from hitting the wall and 
damaging.

 Chrome plated 
zamac door pull is used on both round 
or square edge outswinging doors. 
Prevents door from hitting the wall 
and damaging.
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Hadrian Metal Partitions

 Chrome plated 
zamac hinge is used on metal 
doors. It mounts on the edge of 
a 1-1/4" metal pilaster. It is held 
securely in place by a toggle and 
screw. "A" dimension is 1-1/8".

 512-385, 512-391, 
512-392

 Chrome plated 
zamac hinge is used on metal 
doors. It mounts on the edge of 
a 1-1/4" metal pilaster. It is held 
securely in place by a toggle and 
screw. "A" dimension is 1-1/8".

 512-385, 512-390

 Square nylon 
unshaved cam for 1/2" OD pintle.

 512-384, 512-392

 1/2" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers 
and nut.

 512-391, 512-384

 3/8" OD x 
1-7/8" long nylon hinge pin. 

 512-202, 512-216

 Chrome plated 
zamac bumper keeper is used with 
inswinging or outswinging doors. 
Mounts on any fl at surface. Used 
when door has a round bar concealed 
latch. Holes are 1-5/8" on center.

 512-365, 512-366, 
512-433

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-366 latch cover.

 512-366, 512-433, 
512-149

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-365 latch knob.

 512-365, 512-149, 
512-433

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-365, 512-366, 
512-149, 531-020, 531-185, 531-406

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door. 
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Knickerbocker Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/8" 
on center. Comes with a 5/8" pintle. 
"A" dimension is 1-1/8".

 512-128, 512-131, 
512-299, 531-020, 531-185

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-1/8" 
on center. "A" dimension is 1-1/8".

 512-070, 512-300, 
512-290, 531-020, 531-185, 531-406

 1/4" OD x 2-7/8" 
long chrome plated steel pin has push 
point bottom and knurled top to secure 
door. Top is tapped with 10-24 thread 
for easy removal and installation.

 512-128, 512-290

 Heavy duty 
zamac top door trim fits 1" 
steel door.

 512-300

 Opposing cams 
are under spring tension. Door will 
return to the set position swing after 
swing. For use on steel doors. Size is 
7/8" x 4-11/16" long.

 512-070, 512-131, 
512-131

 5/8" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers 
and nut.

 512-127, 512-070, 
512-131

 Heavy duty 
zamac cam housing fi ts 1" steel door.

 512-127, 512-070, 
512-166

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-193, 512-194, 
512-020, 512-185

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-194 latch cover.

 512-194, 512-192, 
512-071

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-193 latch knob.

 512-192, 512-193, 
512-071
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Knickerbocker Laminated Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/8" on center. Comes with a 
5/8" pintle. "A" dimension is 1-7/16".

 512-292, 512-295, 
512-166, 512-294, 531-020, 531-185, 
531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/8" on center. "A" dimension 
is 1-7/16".

 512-293, 512-300,  
512-297, 531-020, 531-185, 531-406

 1/4" OD x 
2-7/8" long chrome plated steel pin 
has push point bottom and knurled 
top to secure door. Top is tapped 
with 10-24 thread for easy removal 
and installation.

 512-292, 512-297

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/16" and 
"B" dimension is 1-17/32".

 512-300, 512-292

 Opposing cams 
are under spring tension. Door will 
return to the set position swing after 
swing. For use on laminated plastic 
doors. Size is 3/4" x 4-3/4" long.

 512-293, 512-166, 
512-294

 5/8" round pintle 
is molded to a knurled corrosion proof 
steel shaft. Complete with lock washers 
and nut.

 512-295, 512-294, 
512-293

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/8" and 
"B" dimension is 1-5/32".

 512-166, 512-294, 
512-293

 Chrome plated 
zamac knob set is for use on a metal 
door with a concealed slide latch. 
Complies with A.D.A.

 512-192, 512-221

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
square edge pilaster.

 512-192, 512-371

 2 Piece steel 
slide bolt assembly is used on a 
laminated plastic door. 11/32" OD 
slide bolt.

 512-371, 512-221
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Metpar Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-7/64".

 512-171, 512-182, 
512-169, 531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center. "A" dimension is 1-7/64".

 512-170, 512-032, 
531-020, 531-185, 531-406

 3/8" OD x 
3" long chrome plated steel pin 
has 5/16" threaded stem to secure 
door. Top is slotted for easy 
removal and installation.

 512-165, 512-150

 Heavy duty 
chrome plated zamac top door 
trim fits 1" steel door.

 512-032

 Opposing cams 
are under spring tension. Door will 
return to the set position swing after 
swing. For use on steel doors. Cam is 
molded onto a knurled corrosion proof 
shaft complete with lock washer and 
nut. Size is 7/8" x 4-7/8" long.

 512-070, 512-131

 Heavy duty 
zamac cam housing fi ts 1" steel door.

 512-169, 512-170

 Chrome plated 
zamac knob set has 3/8" OD offset 
fl at tipped bar. Use on metal doors. 
Complies with A.D.A.

 512-005, 512-199, 
512-373

 Chrome plated 
zamac knob set has 3/8" OD offset fl at 
tipped bar. Use on metal doors.

 512-005, 512-199, 
512-373

 Chrome plated 
zamac latch has beveled slide bar to 
allow for easy emergency access. Red 
or green indicators alert you as to the 
occupany of the compartment.

 512-005

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswinging 
or outswinging door with a round bar, 
fl at tipped concealed latch. Fits on a 
1-1/4" round edge pilaster.

 512-168, 512-367, 
512-069, 531-020, 531-185, 531-406
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Metpar Laminated Partitions

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Comes with a 
5/8" pintle. "A" dimension is 1-7/64".

 512-319, 512-185, 
512-186, 512-408 , 531-185, 531-020

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/2" on center. Comes with a 
5/8" pintle. "A" dimension is 1-7/64".

 512-319, 512-185, 
512-186, 512-408 , 531-185, 531-020

 7/32" OD x 
3-1/4" long chrome plated steel pin 
has knurled top to secure door.

 512-410

 Chrome plated 
zamac housing fi ts a 7/8" square 
edge door. "A" dimension is 2-5/16" 
and "B" dimension is 1-5/8".

 512-319

 Round nylon 
cam for 1/2" OD pintle.

 512-185, 512-318, 
512-408

 1/2" round pintle 
is molded to a knurled corrison proof 
steel shaft. Complete with lock washers  
and nut.

 512-186, 512-408, 
512-318

 Chrome plated 
zamac housing fi ts a 7/8" square edge 
door. "A" dimension is 2-1/4" and 
"B" dimension is 1-3/16".

 512-186, 512-185, 
512-318

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-099, 531-020, 
531-185, 531-406

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-039, 512-123, 
531-018, 531-019, 531-488

 Chrome plated 
zamac bumper is used with outswinging 
doors that have a surface mounted slide 
latch. Fits on a 1-1/4" square edge pilaster. 
Holes are 1-1/2" on center.

  512-009, 531-020, 
531-185, 531-406
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Mills Metal Partitions

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-3/8" 
on center. "A" dimension is 1-1/4".

 512-072, 512-191, 
512-320, 512-321, 531-020, 531-185, 
531-406

 Chrome plated 
zamac wrap around hinge is used 
on metal doors. Mounts on a 1-1/4" 
round edge pilaster. Holes are 1-3/8" 
on center. "A" dimension is 1-1/4".

 512-073, 512-096, 
531-020, 531-185, 531-406

 5/8" round pintle 
is molded to a knurled corrosion proof 
steel shaft that axially aligns the cam. 
Complete with lock washers and nut.

 512-073, 512-320, 
512-321

 3/8" OD long 
chrome plated steel pin has push point 
bottom to secure door. 

 512-072

  Naturally 
lubricated nylon cam is square locked 
to ensure perfect alignment.

 512-073, 512-191, 
512-321

 Steel cam 
housing with painted  fi nish fi ts 
1" metal door.

 512-320, 512-191, 
512-073

 Heavy die cast 
chrome plated concealed latch. Lock 
bolt is 3/8" diameter corrosion-proof 
steel. Internal working parts are of 
Zytel plastic.

 512-113

 Chrome plated 
zamac bumper is used on both round 
or square edge outswinging doors. 
Prevents door from hitting the wall 
and damaging.

 Chrome plated 
heavy duty zamac coat hook is used 
on inswinging doors.

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswinging 
or outswinging door with a round bar 
concealed latch. Fits on the edge of a 
metal pilaster to create a fl ush look. 
Holes are 1-5/8" on center.

 512-122
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Sanymetal Metal Partitions

 Chrome plated 
zamac hinge is used on metal 
doors. It mounts on the edge of 
a 1-1/4" metal pilaster. It is held 
securely in place by a toggle and 
screw. "A" dimension is 1".

 512-079, 512-087, 
512-094

 Chrome plated 
zamac hinge is used on metal 
doors. It mounts on the edge of 
a 1-1/4" metal pilaster. It is held 
securely in place by a toggle and 
screw. "A" dimension is 1".

 512-093, 512-087, 
512-088, 512-161

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" round edge pilaster. Holes 
are 1-1/4" on center. "A" dimension 
is 1-1/16".

 512-042, 512-094, 
531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" round edge pilaster. Holes 
are 1-1/4" on center. "A" dimension 
is 1-1/16".

 512-111, 512-088, 
531-020, 531-185, 531-406

 3/8" OD x 
2-1/2" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-079, 512-042, 
512-161

 Heavy duty 
zamac top door trim fits 1" 
steel door.

 512-088, 512-042, 
512-079

 Opposing cams 
are under spring tension. Door will 
return to the set position swing after 
swing. For use on 1" steel doors.

 512-093, 512-111

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster.

 512-047, 512-048, 
512-020, 531-185, 531-406

 Chrome plated 
heavy duty zamac casting is used on 
the interior compartment to secure 
door. Snaps into 512-048 latch cover. 
Complies with A.D.A.

 512-048, 512-135

 Chrome plated 
heavy duty zamac casting is used 
on the exterior compartment as an 
emergency release on the door. Snaps 
into 512-047 latch knob.

 512-047, 512-135
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Sanymetal Laminated Partitions

 3/8" OD x 
2-1/2" long nylon hinge pin. Top 
is tapped with 12-24 thread for 
easy removal and installation.

 512-480, 512-332, 
512-386

 Chrome plated 
zamac hinge mounts on the edge 
of a 1-1/4" square edge pilaster. 
It is held securely in place by a 
toggle and screw. "A" dimension 
is 1-1/16".

 512-332, 512-187

 Chrome plated 
zamac hinge mounts on the edge 
of a 1-1/4" square edge pilaster. 
It is held securely in place by a 
toggle and screw. "A" dimension 
is 1-1/16".

 512-331, 512-088, 
512-480

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/4" on center. Comes with a 
5/8" pintle. "A" dimension is 1-3/32".

 512-386, 512-187, 
531-020, 531-185, 531-406

 Chrome plated 
zamac wrap around hinge mounts on 
a 1-1/4" square edge pilaster. Holes 
are 1-1/4" on center. "A" dimension 
is 1-3/32".

 512-230, 512-088, 
512-480, 531-020, 531-185, 531-406

 Chrome plated 
zamac housing fi ts a 1" square edge 
door. "A" dimension is 2-5/16" and 
"B" dimension is 1-5/8".

 512-088, 512-332, 
512-386

 Opposing cams are 
under spring tension. Door will return to 
the set position swing after swing. For 
use on 1" laminated plastic doors.

 512-331, 512-230

 Chrome plated 
zamac slide latch is surface mounted 
with 2-5/8" hole centers.

 512-080, 512-081, 
512-041, 531-020, 531-021, 531-406

 Chrome plated 
zamac keeper is used with inswinging 
doors that have a surface mounted 
slide latch. Mounts on any thickness 
pilaster, suqare or round edge. Holes 
are 2" on center.

  512-081, 512-040

 Chrome plated 
zamac bumper is used with inswinging 
or outswinging doors. Mounts on any 
thickness pilaster, square or round edge. 
Holes are 2" on center.

  512-080, 512-040
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Weis Robart Metal Partitions

 Chrome plated 
plastic hinge cover provides clean 
look and functional styling.

 512-031, 512-115

 3/8" OD x 
3-5/8" long chrome plated steel 
pin has 5/16" threaded stem to 
secure door. Top is slotted for easy 
removal and installation.

 512-099

 Heavy duty 
zamac cam housing fi ts 1" steel 
door and includes nylon cam.

 512-028

 Chrome plated 
brass slide latch is surface mounted 
with vertical holes of  1-3/8" and hori-
zontal holes of 1-7/8". Overall size is 
2-1/2" wide x 2" high.

 512-097

 Polished stainless 
steel stamped interior cover. Lock 
bolt is 3/8" diameter corrosion proof 
steel. Attached screws and exterior 
cover are included.

 512-097

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswinging 
or outswinging door with a round bar 
concealed latch. Fits on a 1-1/4" round 
edge pilaster. Holes are 2" on center.

 512-061, 512-107, 
531-020, 531-185, 531-406

 Chrome plated brass 
round barrel surface mounted hinges have 
hole centers of 1-1/2" vertically and 2-3/8" 
horizontally. The overall size is 2-15/16" 
wide x 2-13/16" high. Comes complete 
with one pair of hinges and all attaching 
hardware to hang one door.

 Hinge pak 
includes all the necessary items 
to repair one set of round barrel 
surface  mounted hinges.
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Universal Metal Partition Hardware

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-017, 512-123, 
512-019, 512-020, 512-018, 512-100, 
531-018, 531-019, 531-488

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers.

 512-017, 512-123, 
512-019, 512-020, 512-077, 512-100,  
531-020, 531-021, 531-406

 Chrome plated 
brass throw latch is surface mounted 
with 3-1/2" hole centers. Complies 
with A.D.A.

 512-200, 512-198, 
512-023, 512-020, 531-197

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted throw latch. Fits on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center.

 512-011, 531-020, 
531-185, 531-406

 512-011, 531-020, 
531-185, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center.

 512-010, 531-009, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
round edge pilaster. 

 Chrome plated 
zamac bumper is used with outswing 
doors that have a surface mounted 
slide latch. Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on center.

 512-010, 531-009, 
531-020, 531-185, 531-406

 512-010, 531-009, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswing-
ing or outswinging door with a round 
bar concealed latch. Fits on a 1-1/4" 
round edge pilaster. Holes are 1-1/2" 
on center.

 512-370, 512-237, 
512-012, 531-020, 531-185, 531-406

 512-013, 512-014, 
512-106, 531-020, 531-185, 531-406

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswinging 
or outswinging door with a round bar 
concealed latch. Fits on a 1-1/4" round 
edge pilaster.

 Chrome plated 
zamac bumper is used with outswing 
doors that have a surface mounted 
slide latch. Fits on a 1-1/4" round 
edge pilaster. 
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Universal Laminated Partition Hardware

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers. The offset 
bar is needed when the door and 
pilaster are of the same thickness.

 512-017, 512-123, 
512-019, 512-100, 531-020, 531-021, 
531-488

 Chrome plated 
zamac slide latch is surface mounted 
with 2-3/4" hole centers.

 512-017, 512-123, 
512-019, 512-020, 512-018, 512-100, 
531-018, 531-019, 531-488

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers.

 512-017, 512-123, 
512-019, 512-020, 512-077, 512-100,  
531-020, 531-021, 531-406

 Chrome plated 
brass throw latch is surface mounted 
with 3-1/2" hole centers. Complies 
with A.D.A.

 512-200, 512-198, 
512-023, 512-020, 531-197

 Chrome plated brass 
round barrel surface mounted hinges have 
hole centers of 1-1/2" vertically and 2-3/8" 
horizontally. The overall size is 2-15/16" 
wide x 2-13/16" high. Comes complete 
with one pair of hinges and all attaching 
hardware to hang one door.

 Chrome plated 
zamac slide latch is surface mounted 
with 3-1/2" hole centers. The offset 
bar is needed when the door and 
pilaster are of the same thickness.

 512-017, 512-123, 
512-019, 512-020, 512-077, 512-100, 
531-020, 531-021, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster.

 512-011, 531-020, 
531-185, 531-406

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate an inswinging or 
outswinging door with a round bar con-
cealed latch. Fits on a 1-1/4" round edge 
pilaster. Holes are 1-1/2" on center.

 512-012, 531-236, 
512-368, 531-020, 531-185, 531-406

 512-012, 512-236, 
512-368, 531-020, 531-185, 531-406

 Chrome plated 
zamac bumper keeper can be reversed 
to accommodate either an inswinging 
or outswinging door with a round bar 
concealed latch. Fits on a 1-1/4" square 
edge pilaster.

 512-010, 531-009, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper is used with outswing 
doors with a surface mounted slide 
latch. Fits on a 1-1/4" square edge 
pilaster. 
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Universal Laminated Partition Hardware

 Chrome plated 
zamac bumper is used with outswing 
doors that have a surface mounted 
slide latch. Fits on a 1-1/4" square edge 
pilaster. Holes are 1-1/2" on center.

 512-010, 531-009, 
531-020, 531-185, 531-406

 512-012, 512-236, 
512-368

 Chrome plated 
zamac bumper keeper is used with 
inswinging or outswinging doors. 
Mounts on any fl at surface. Used with 
a round bar concealed latch. Holes are 
1-5/8" on center.

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-010, 512-009, 
531-020, 531-185, 531-406

 Chrome plated 
zamac bumper keeper is used with 
inswinging doors that have a surface 
mounted throw latch. Fits on a 1-1/4" 
square edge pilaster. Holes are 1-1/2" 
on center.

 512-011, 531-020, 
531-185, 531-406

 Chrome 
plated zamac keeper is used with 
inswinging doors that have a surface 
mounted throw latch. Mounts on any 
thickness pilaster, square or round 
edge. Holes are 1-1/2" on center.

 512-020, 512-011

 Chrome plated 
zamac bumper is used with inswing 
or outswinging doors. Mounts on any 
thickness pilaster, square or round 
edge. Holes are 1-1/2" on center.

 512-019, 512-023, 
512-009, 512-010, 512-011

 Chrome 
plated zamac keeper is used with 
inswinging doors that have a surface 
mounted slide latch. Mounts on any 
thickness pilaster, square or round 
edge. Holes are 1-1/2" on center.

 512-020, 512-010, 
512-009, 512-360, 512-247

 Chrome plated 
zamac bumper keeper is used with 
inswinging door that has a surface 
mounted throw latch. Mounts on any 
fl at surface. Holes are 1-1/2" on center.

 512-011

 Chrome plated 
zamac bumper keeper is used with 
an inswinging door that has a surface 
mounted slide latch. Mounts on any 
fl at surface. Holes are 1-1/2" on center.

 512-010, 512-009

 Chrome plated 
zamac bumper mounts on any fl at 
surface. Used with a outswinging door 
that has a surface mounted slide latch. 
Holes are 1-5/8" on center.

 512-010, 512-009
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Solid Plastic Partition Hardware

Extruded 
aluminum slide latch is surface 
mounted with 3-3/8" hole centers. It 
is used on 1" doors and pilasters.

 512-428, 512-429, 
531-523, 531-021, 531-406

Extruded alu-
minum wrap around gravity hinges 
accommodate 1" thick doors and 
pilasters. Holes are 1-1/2" on center 
on each leaf. Comes complete with 
one pair of hinges and all attaching 
hardware to hang one door.

Extruded 
aluminum bumper keeper is 
used with inswinging doors and a 
surface mounted slide latch. Fits a 
1" square edge pilaster Holes are 
1-1/2" on center.

 512-362, 531-436, 
531-021, 531-406

Extruded 
aluminum bumper is used with 
outswinging doors and a surface 
mounted slide latch. Fits a 1" 
square edge pilaster Holes are 
1-1/2" on center.

 512-362, 531-436, 
531-021, 531-406

57-1/2" LONG

57-1/2" LONG 57-1/2" LONG
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Chrome Plated Zamac Wall Brackets

 Chrome plated 
zamac alcove clip is used on metal 
partitions to join a 1" panel to a 1-1/4" 
pilaster in an alcove layout.

 Chrome plated 
zamac alcove clip is used on square 
edge partitions to join a panel to the 
pilaster in alcove layout. Joins any 
thickness panel to pilaster.
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Stamped Stainless Steel Hardware

RH INSWING/LH OUTSWING

 Stamped stainless 
steel square barrel surface mounted hinges 
have hole centers of 1-1/2" vertically and 
2-7/16" horizontally. The overall size is 
3-1/8" wide x 3" high. Comes complete 
with one pair of hinges and all attaching 
hardware to hang one door.

 Heavy duty 
stamped stainless steel slide latch stamped stainless steel slide latch 
stamping is surface mounted complete stamping is surface mounted complete 
with keeper.with keeper.

 512-279, 512-274, 
531-523, 531-021, 531-406

 Stamped 
stainless steel bumper is used with 
inswinging or outswinging doors. 
It mounts on any thickness pilaster, 
square or round edge. Holes are 
1-7/8" center.

 512-274, 512-278

 Stamped 
stainless steel keeper is used with 
inswinging door that has a surface 
mount slide latch. It mounts on any 
thickness pilaster, square or round 
edge. Holes are 1-7/8" center.

 512-279, 512-278

 Stamped stainless 
steel round barrel surface mounted hinges 
have hole centers of 1-1/2" vertically and 
2-3/8" horizontally. The overall size is 
3" wide x 2-7/8" high. Comes complete 
with one pair of hinges and all attaching 
hardware to hang one door.

 Heavy duty 
stamped stainless steel slide latch 
stamping is surface mounted with 
1-7/8" hole centers.
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Partition Accessories

 Chrome plated 
zamac door pull is used on both round 
or square edge outswinging doors. 
Holes are tapped 8-32 and are 2-3/4" 
on center.

 512-009

 Chrome plated 
zamac door pull is used on both round 
or square edge outswinging doors. 
Holes are tapped 10-24 and are 2-5/8" 
on center.

 512-040

 512-010

 Chrome plated 
zamac door pull is used on both round 
or square edge outswinging doors. 
Holes are tapped 10-24 and are 3-1/2" 
on center.

Stamped stainless 
steel door pull is used on round or square steel door pull is used on round or square steel
edge outswinging doors. Holes are 4-3/4" 
on center. 

 512-278, 512-363

 Chrome plated 
zamac door bumper is used on both 
round or square edge outswinging 
doors. Prevents door from hitting the 
wall and damaging.

 Chrome plated 
heavy duty zamac coat hook is used on 
inswinging doors.

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door.

 Chrome plated 
zamac combination door bumper and 
coat hook is used on both round or 
square edge inswinging door.

 Surface mounted 
toilet tissue holder is constructed of 18 
guage chrome plated steel. The unit  
features a vandal and theft resistant 
locking mechanism and hinged arm 
for fi lling. Tension spring prevents free 
spinning of the roll. Holds one standard 
core roll through a 6" diameter.

 Surface mounted toilet tissue 
holder is constructed of 18 guage chrome plated steel. 
The unit  features a vandal and theft resistant locking 
mechanism and hinged arm for fi lling. Tension spring 
prevents free spinning of the roll. Holds two standard 
core roll through a 6" diameter.
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Partition Accessories

 Chrome 
plated zamac end plug fits 1" wide 
anti-grip headrail.

 Chrome plated 
zamac bracket secures 1" wide headrail 
to the wall. For use on metal pilasters 
with 512-284 headrail.

 Chrome plated 
zamac bracket secures 1-1/4" wide 
headrail to the wall. For use on laminated 
plastic pilasters with 512-285 headrail.

 Heavy duty 
anodized aluminum extrusion fi ts 
1-1/4" thick round edge, metal 
pilasters. Use 512-148 bracket.

 Heavy duty 
anodized aluminum extrusion fi ts 
1-1/4" thick round edge, metal 
pilasters. Use 512-525 bracket.

 Tools 
used to remove one way 
fasteners. Nylon handle and 
steel shaft hold two heat 
treated pins.


